
The Selex Cartridge filter high-precision, graded density cartridge filter is on
the leading edge of depth filter technology. The Selex delivers consistently
high particulate retention rates that equal the performance of absolute rated
filters. The patented Selex manufacturing process controls the density and
fiber size which are the keys to the filter’s high particle retention, high dirt
holding capacity and long life.

• Absolute filter performance
• Graded density construction provides long life
• Sharp efficiency cutoff
• No media migration or contaminant release
• Pure polypropylene

Leading Edge of Filter Technology

Selex        Cartridge FiltersSelexTM Cartridge Filters

Cartridge Specifications
Outside Diameter

2 1/2 inches (64 mm)

Inside Diameter
1 inch (25 mm)

Lengths
Continuous, weld free, lengths to 40 inches (101.6 cm)

Maximum Operating Temperature
140ºF (60ºC)

Selex Micron
Grade Rating 90% 95% 98% 99% 99.5%

E 1 0.5 0.7 0.9 1.0 1.3
G 3 1.1 1.5 1.8 2.0 2.4
D 5 1.5 1.8 2.9 4.3 5.0
A 10 3.2 5.2 7.3 8.4 9.7
C 20 15.1 17.5 18.9 19.3 20.0
F 30 16.6 18.9 20.8 24.2 32.1

 Performance Specifications

Selex Removal
Grade Rating

E 1.8
G 3.0
D 6.5
A 11.0

 Critical Applications

Filtration and Separation Group




